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Abstract
Second harmonic generation (SHG) is one of the most researched nonlinear material
properties and finds applications in many fields ranging from laser projection to cancer
detection to future optical switches for molecular devices. Studying SHG in ZnO
nanostructures started few years ago and there is a long way to go to compete with the
existing nonlinear crystals. Information gathered over the past few years in research on
SHG of ZnO nanowires (NWs) is summarized in this chapter. Recent advancement in the
growth techniques for various types of ZnO NWs used for SHG studies is also discussed.
We present an extensive analysis and discussion on some key parameters that directly
modify the efficiency of SHG in ZnO NWs. The key parameters considered for discussion
are aspect ratio of NWs, doping, and external strain. At the end, current standing on the
reported values of nonlinear coefficients and future outlook are presented.
Keywords: second harmonic generation, sum frequency generation, ZnO, symmetry
deviation
1. Introduction
ZnO is a unique material with application prospects in areas ranging from medical to optoelec-
tronic industry to astronomical radiation detection [1–5]. ZnO is a II–VI group wide-band gap
semiconductor and is highly transparent in the visible region. In the hexagonal wurtzite phase of
ZnO, each Zn ion is surrounded by a tetrahedron of four O ions and vice versa. This tetrahedral
coordination results in a noncentrosymmetric crystal structure, which makes it a promising
candidate to observe second harmonic generation (SHG) in ambient conditions. SHG is a
second-order nonlinear coherent process in which two lower energy photons are up-converted
to a single photon with frequency exactly twice the incident frequency. This interesting property
of nonlinear materials has several important applications in various fields, e.g., probing the
electronic and magnetic structure of crystals, cancer cell diagnostics, switches in molecular-scale
memory devices, and many more [6–10]. It is a very sensitive all-optical and noninvasive
technique that is compatible with bulk or surface detection under various circumstances.
© 2017 The Author(s). Licensee InTech. This chapter is distributed under the terms of the Creative Commons
Attribution License (http://creativecommons.org/licenses/by/3.0), which permits unrestricted use,
distribution, and reproduction in any medium, provided the original work is properly cited.
Among the huge variety of ZnO nanostructures, nanorods and nanowires (NWs) have undoubt-
edly been the focus of most studies since their geometries allow the preparation of arrays of well-
controlled uniformity and use as building blocks of many nanoscale devices. As well as for ZnO
thinfilms, SHG from ZnO NWs grown by different methods has been widely investigated.
Studying SHG in ZnO NWs started few years ago and lot of information/knowledge has been
gathered over the years by the nanoscale research community. Previous studies reported efficient
generation of SHG signal from various types of ZnO nanostructures, including NWs [11–20].
Therefore, with improvement in the fabrication technique for large area ZnO NWs, it can be
widely used as one of the best SHGmaterials. It has been discovered that the magnitude of SHG
is strongly influenced by crystal orientation, aspect ratio, crystal symmetry modification, and so
on. Therefore, by controlling such parameters one can tune the SHG of ZnO NWs. However,
effective implementation of the knowledge gathered over the past years to ZnO to get the best
SHG performance is yet to be achieved. Strategies for raising the optical nonlinearities of mate-
rials are an active research theme with rich and broad implications/applications. Keeping this in
mind, some previous studies attempted to improve the second-order nonlinearity of ZnO and
developed some efficient methodologies. Very high values of susceptibility tensorial component
of 22–30 pm/V were achieved by changing the crystallographic orientation or decorating the
surface with metal nanoparticles followed by bicolor coherent treatment or doping-induced
crystal symmetry deviation [20–23]. Recently, development of ZnO-based SHG microscopy has
been successfully demonstrated [24, 25].
Presently there is no review article dedicated to SHG of ZnO NWs with extensive analysis of
SHG parameters and up-to-date advancement in this field. In this chapter, we present an
extensive review of recent advances in SHG from ZnO NWs including our own results. Follow-
ing this brief introduction, crystal structure of ZnO and theoretical background of SHG from
ZnO and nonvanishing second-order nonlinear tensorial components are presented in Section 2.
Section 3 describes the methodology adopted to measure SHG and an extensive analysis of the
associated susceptibility tensor components. Recent advancement in the growth techniques for
various types of ZnO NWs used for SHG studies and their SHG characteristics is discussed in
the next section. The effects of aspect ratio of NWs, doping, and external strain on SHG magni-
tude are extensively addressed in subsections. At the end, a summary of the current standing on
the reported values of nonlinear coefficients and future outlook are presented.
2. Second harmonic generation
SHG is one of the most studied material properties since its discovery in the 1960s by Franken
et al. [26]. It is also known as the sum frequency generation because of the frequency doubling
effect. When a strong primary radiation beam (frequency ω) is fed into the NLO crystal, along
with the transmitted primary beam an additional light beam (frequency 2ω) appears from the
crystal with frequency twice that of the primary beam. In other words, wavelength of the SHG
signal is exactly half of the wavelength of the incident primary beam. Figure 1 depicts the
schematic illustration of nonlinear optical process SHG. Most often, the polarization field is
considered to be linearly related to the incident electric field
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P
⇀
¼ E0χE
⇀
ð1Þ
where the electrical susceptibility, χ is a second-rank tensor. While this consideration tends to
be sufficient when relating incident fields at low field strengths, it is a simplified approxima-
tion. In reality, the polarization field is more complicated than the linear relation given above.
If the variation is small under strong electric field, comparable to interatomic electric fields, the
polarization can be exactly expressed with the help of Taylor series
Pi ¼ E0ðχ
ð1Þ
ij Ej þ χ
ð2Þ
ijk EjEk þ χ
ð3Þ
ijkl EjEkEl þ…Þ ð2Þ
where terms are summed over repeated indices. The first coefficient χ
ð1Þ
ij is the linear electric
susceptibility component. The χ
ð2Þ
ijk and χ
ð3Þ
ijkl are second-order and third-order nonlinear suscep-
tibilities responsible for SHG and third harmonic generation phenomenon. The second-order
susceptibility tensor is also expressed in terms of nonlinear optical coefficients, dijk ¼
1
2χ
ð2Þ
ijk :
SHG arises only when the particular material has nonzero second-order susceptibility tensor,
χ
ð2Þ
ijk ð2ω, ω, ωÞ. The nonzero components exist only in the noncentrosymmetric crystal struc-
ture of the particular material. Furthermore, nanometer-sized centrosymmetric materials
(nanostructures) also show weak SHG due to the breaking of space inversion symmetry at the
boundary [27, 28].
The crystal structures shared by ZnO are wurtzite, zinc blende, and rocksalt; however, in
ambient condition, only the wurtzite phase is thermodynamically stable. The wurtzite struc-
ture has a hexagonal unit cell with two lattice parameters, a and c, in a ratio of c/a = 1.633 and
belongs to the space group of C6ν4 or P63mc. The hexagonal lattice of ZnO is characterized by
two interconnecting sub-lattices of Zn2+ and O2, such that each Zn ion is surrounded by a
tetrahedron of O ions, and vice versa, which is shown in Figure 2. The tetrahedral coordination
in ZnO results in noncentral symmetric structure. Another important characteristic of ZnO is
the polar surfaces. The most common polar surface is the basal plane. The oppositely charged
ions produce positively charged Zn-(0001) and negatively charged O-(0001) polar surfaces,
resulting in a normal dipole moment and spontaneous polarization along the c-axis. The (001)
polar face along the c-axis is the primary growth orientation of ZnO.
Figure 1. Schematic diagram of SHG in NLO crystal.
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As a consequence of noncentrosymmetric crystal structure, ZnO possess nonvanishing second-
order susceptibility tensor. The c-axis-grown vertically aligned ZnO NWs present five nonvan-
ishing second-order susceptibility tensor elements, which are governed by point group symme-
try of wurtzite crystal structure. The values of these second-order tensors or nonlinear optical
coefficients are represented in pm/V. Five nonvanishing susceptibility tensorial components are
χ
ð2Þ
15 , χ
ð2Þ
24 , χ
ð2Þ
31 , χ
ð2Þ
32 and χ
ð2Þ
33 or equivalent in nonlinear optical coefficients d15, d24, d31, d32, and
d33. The point group symmetry P63mc of ZnO further reduces the nonvanishing terms to three
components, d15 (d15 = d24), d31 (d31 = d32), and d33. In ideal wurtzite structure, Kleinman’s
symmetry rule can be applied in a condition where the SHG wavelength is far from the
absorption resonance. Within this approximation, d15 = d31 is allowed and the number of
independent dij terms further reduces to two.
3. Measurement technique and methodology
Since its introduction, several experimental techniques have been developed to calculate the
magnitude of nonvanishing macroscopic nonlinear coefficients. Out of several techniques, the
Maker fringes technique [29] is widely used to determine the magnitude of second-order
susceptibility tensor elements. In brief, an SHG signal transmitted through the nonlinear
crystal was measured as a function of angle of incidence of the fundamental beam with respect
to the sample plane. This method is based on analysis of variation of SHG magnitude by
incidence angle of the fundamental beam and crystal thickness. A schematic block diagram of
the standard Maker fringes-based SHG measurement setup is shown in Figure 3. To generate
SHG signal, we used an 800 nm, mode-locked femtosecond pulse light source from Ti:sapphire
laser as a primary radiation. The polarization state of the fundamental beam and SHG signal
are selected by using a polarizer (λ/2 plate) before the sample and an analyzer after the sample.
The laser beam is tightly focused on the sample using suitable mirrors and lens assembly. The
Figure 2. The wurtzite crystal structure model of ZnO having lattice constants a in the basal plane and c in the basal
direction.
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variation of angle of incidence (θ) is achieved by placing the sample on a rotating stage. The
generated SHG signal is analyzed using a monochromator and a highly sensitive detector. The
angular dependence of SHG signal is measured either in P-in/P-out (p-p) or in S-in/P-out (s-p)
polarization configuration.
The original Maker fringes methodology was based on the assumption of 100% transparency
of the material in the SHG wavelength region. It is perfectly applicable only to a 100%
transparent crystal. However, none of the real crystals are perfectly transparent up to that
level. The original Maker fringes methodology failed to correctly estimate magnitude of the
second-order dij values and large errors occur for absorbing materials. To take into account the
absorption effect of the crystal in fundamental (ω) and SHG (2ω) wavelength regions, Herman
and Hayden [30] presented a modified version of Maker fringes equation. According to
Herman et al., the intensity of the second harmonic signal of Maker fringes, when the sample
has significant absorption in the SHG wavelength region, is given by
P
x–p
2ω ðθ,λÞ ¼
128pi3
cA
½tωaf
4½t2ωfs 
2½t2ωsa 
2
n22c
2
2

2piL
λ
2
d2eff P
2
ω  exp½2ðδ1 þ δ2Þ
sin2ψþ sinh2χ
ψ2 þ χ2
ψ ¼

2piL
λ

ðn1c1  n2c2Þ
δ1 ¼
2piL
λ
 
n1κ1
c1
 
, δ2 ¼
2piL
λ
 
n2κ2
c2
 
,χ ¼ δ1  δ2
½tωaf ¼
( 2cosθ
c1 þ n1cosθ
, x ¼ p
2cosθ
n1c1 þ cosθ
, x ¼ s
, ½t2ωfs  ¼
2n2c2
n2sc2 þ n2c2s
, ½t2ωsa  ¼
2n2sc2s
n2scosθþ c2s
ð3Þ
where ½tkij are the Fresnel transmission coefficients of fundamental (ω) and SHG (2ω)
wavelength regions at different interfaces; af—air to film, fs—film to substrate and sa—
Figure 3. Schematic block diagram of SHGmeasurement setup according to the Maker fringes technique. Inset shows the
ZnO nanowire film with the incident laser beam. θ and φ represent the incident angle and polarization angle of the laser
beam, respectively.
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substrate to air. c and A are velocity of light and the area of the laser beam spot; Pω and P2ω
are the power of the incident beam and the SHG output; L is the thickness of the film.
Remaining terms in Eq. (3) arise from the absorption of ZnO and phase mismatch parameter
(Ψ). The complex refractive index is nm = nm(1+ ikm) and cm = (1–(1/nm)
2 sin2θ)1/2. Subscripts 1,
2 are the fundamental beam and second harmonics, respectively. Finally, the term deff repre-
sents effective optical nonlinear coefficient, arising from the second-order nonlinear optical
tensor. The general expression for deff is a bit complicated, being dependent on the polariza-
tion states of both first and second harmonic electric fields, respectively, and, of course, on
the angle of incidence of the fundamental beam. Considering the ZnO group symmetry and
Kleinman’s symmetry approximation, the final expressions for deff for p and s polarization
configurations are,
def f ¼
2d31c1c2sinθ=n1 þ d31c
2
1sinθ=n2 þ d33sin
3θ=n21n2, x ¼ p
d31sinθ
n2
, x ¼ s
8<
: ð4Þ
Therefore, at a monochromated fundamental beam of fixed wavelength (λ), the intensity of the
SHG in Eq. (3) can be simplified as a function of θ only. After fitting Eq. (3) into the measured
SHG profile as a function of angle of incidence, one can estimate the associated deff value. In s-p
configuration, deff depends only on d31. By fitting the SHG signal data, one can obtain the value
of the coefficient d31 which can be introduced into data fitting in the p-p configuration to
calculate d33. In another way, the deff value can be more accurately estimated by considering
Eq. (3) as a function of wavelength (λ) only [14, 20]. This method minimizes error due to the
Gaussian profile broadening of the fundamental beam with finite full width at half maximum
(FWHM). At a fixed incident angle (θ), Eq. (3) can be adapted in the given form
P
p–p
2ω ðλÞ ¼ ½P
p–p
2ωðλÞ
0P2ωðλÞ
2piL
λ
 2
d2eff ð5Þ
where PωðλÞ is the relative power of the primary beam at a particular wavelength, λ.
Alternative to Maker fringes experimental configuration, the reflective second harmonic gen-
eration (RSHG) scheme involves the measurement of the SHG signal in reflection mode, at a
fixed incidence angle and as a function of the azimuthal angle, which is the angle between the
incidence plane and the x-axis on the sample surface. In brief, the sample is rotated along its
surface normal, i.e., along the z-axis, while the reflected SHG signal is systematically mea-
sured. The RSHG signals originating from the symmetry of ZnO crystal as a function of the
azimuthal angle φ are given by
P
x–p
2ω ¼
d15E
2
0x^ þ
1
2
ð d31 þ d33ÞE
2
0z^, x ¼ p
d31E
2
0z^, x ¼ s
8<
: ð6Þ
The RSHG is independent of azimuthal angle, if the direction of ZnO (0002) is along the z-axis.
However, a tilt of the ZnO (0002) direction may cause a variation of the resulting SHG on the
azimuthal polar plot.
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4. Second harmonic generation in ZnO nanowires
As a consequence of noncentrosymmetric structure, ZnO is expected to possess nonzero
second-order optical nonlinearity parameters and hence room temperature SHG is expected.
SHG from ZnO nanostructures including NWs has been experimentally demonstrated by
several groups. Many efforts have been made to quantitatively estimate the second-order
nonlinear coefficients of single ZnO NWs or ZnO NW arrays. A theoretical study on the
estimation of SHG intensity from ZnO nanostructures was done by Attaccalite et al. [31]. The
modified Maker fringes equation was employed by considering the dense NWarrays as a NW
film. All the important experimental results on SHG of ZnO NWs are summarized in Table 1.
Chan et al. [13] show room temperature SHG from ZnO NWs with angular dependence
exactly similar to thinfilms. Vertically aligned ZnO NWs were grown on the ZnO-seeded glass
substrate by low temperature aqueous chemical solution method, which is shown in Figure 4
(a). Following the reaction at 90C, glass substrates were rinsed with de-ionized water to
remove the residual salt on the surface, and then dried at 100C. The average length of the
ZnO NWs ranged from 50 to 700 nm. A Q-switched Nd:YAG laser was used as fundamental
incident beam (λ = 1064 nm, 8 ns) at 10 Hz frequency. SHG signal from samples was detected
by a photo-multiplier tube and then further processed with a signal-integrating oscilloscope.
The variation of SHG intensity with the angle of incidence depicts periodic profile and obeys
the Maker fringes methodology (Figure 4(b)). The second-order coefficients d31 and d33 were
estimated after fitting to the experimental angular variation of SHG data by Maker fringes
Eq. (3) and were found to be d31 = 1.28 and d33 = 15.7 pm/V.
The nonlinear second-order coefficients, dij can also be estimated precisely in another way by
fitting the experimental SHG data with Maker fringes Eq. (5) [14, 20, 32]. The SHG signal was
measured at fixed incidence angle, where SHG is maximum as a function of wavelength within
the range of Gaussian beam profile. Broadband frequency-doubling properties of c-axis-oriented
ZnO NWarrays grown by low-temperature chemical bath deposition method on glass substrate
were investigated by Das et al. [14]. The measured spectral profile of SHG was found to be in
good agreement with theoretical simulations. The generated SHG signals were analyzed using a
spectrometer at pumping wavelength of 806 nm (Ti:sapphire laser oscillator at pulse durations
~13 fs and spectral FWHM ~100 nm) and pump intensity of 5.5  1010 W/cm2. The maximum
effective nonlinearity was found to be deff = 15 pm/V, which is about 7.5 times higher than that of
a type-I beta-barium borate (BBO) crystal. Changes in the growth parameters in the chemical
bath deposition also result in an improvement in the SHG intensity [41].
Our group used similar theoretical fitting method to retrieve the deff by measuring SHG signal
as a function of wavelength. We prepared dense and c-axis-oriented ZnO NWs onto quartz
substrate by modified aqueous chemical method as shown in Figure 5(a) [20]. Highly crystal-
line ZnO NWs with diameters of 70–100 nm and length of few microns were grown perpen-
dicular to the substrate. The SHG signal was measured by passing a linearly polarized
femtosecond pulse beam (at 800 nm) from a mode-locked Ti:sapphire laser through the sample
and analyzing in a spectrometer with a spectral resolution of 0.2 nm. At an incident angle (θ)
of 0 i.e., when the incident beam is perpendicular to the substrate plane, the magnitude of
Second Harmonic Generation in ZnO Nanowires
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SHG is almost zero. Then SHG increases with the changes in the tilting axis of the substrate
and shows a maximum at an incident angle of –55, as expected. The polarization dependence
of SHG shows a periodic variation (periodicity pi for P-in/P-out and pi/2 for S-in/P-out) with
changes in the degree of polarization of the incident beam. The incident laser power depen-
dence on the SHG intensity increases with the increase in incident laser power and shows very
good linearity with power dependence factor of 1.91  0.02, very close to the reported value
(2.02  0.10) for the bulk ZnO crystal [18]. Therefore, the SHG output closely follows the ideal
square law dependence on the incident laser power. Figure 5(b) shows measured SHG spectral
profile of the as prepared ZnO NWs in P-in/P-out polarization configuration at an angle of
incidence (θ) of 50. The estimated second-order nonlinear coefficient (deff) was found to be
12.57  0.04 pm/V, which is larger than the reported results from ZnO thinfilms [12, 42, 43].
The microscopic SHG mapping of a single ZnO NW was measured for the first time by near-
field scanning optical microscopy (NSOM) [34]. For NSOM studies, ZnO NWs were removed
Growth technique Substrate Laser source Aspect
ratio
dij (pm/V) Reference
Sonication and dispersion Sapphire fs Laser @800 nm – d31 = 1.36
d33 = 14.3
Wang et al. [33]
Chemical vapor deposition Sapphire fs Laser @800 nm – χ
ð2Þ
ef f = 5.5
Johnson et al. [34]
Aqueous solution method Glass ns Laser @1064 nm 5.7
10.8
d31 = 0.14
d33 = 7.8
d31 = 2.88
d33 = 18.0
Chan et al. [13]
Low temperature chemical
bath method
Glass fs Laser @806 nm 23.2
14.7
10.7
deff = 15.0
deff = 2.0
deff = 3.2
Das et al. [14]
Aqueous solution method – fs Laser @810 nm – d31 = 3.0
d33 = 0.56
d33 = 0.86
Green et al. [35]
Chemical bath deposition Glass fs Laser @800 nm 8 d31 = 31.4
d33 = 2.56
Das et al. [36]
Hydrothermal method ITO coated
glass
fs Laser @1034 nm 6.0
13.2
d31 = 0.29
d33 = 1.38
d31 = 0.99
d33 = 9.53
Zhou et al. [37]
Chemical vapor deposition Si fs Laser @800 nm – d15 = 10.2 Liu et al. [38]
Modified aqueous chemical
method, Europium doping
Quartz fs Laser @800 nm – deff = 12.57
deff = 19.09 after
1% doping
Dhara et al. [20]
Aqueous solution method Glass fs Laser @1044 nm 10.0 d33/d31 = 1.11 Liu et al. [39]
Hydrothermal synthesis, Co
doping
Glass fs Laser @1044 nm 15.5 d31/d31(undoped) = 1.17
d33/d33(undoped) = 2.34
Liu et al. [40]
Table 1. Summary of SHG results of ZnO NWs.
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from the substrate by sonication and dispersed onto a flat sapphire substrate for NSOM
studies. Near-field SHG wave was collected using a scanning fiber probe at an oblique angle
(θ, angle between the surface normal and the fundamental beam k-vector) of 55. A large
nonlinear SHG response with asymmetric variation across the diameter of the NW was
presented (Figure 6). Furthermore, a strong polarization dependence was evidenced by the
SHG images, which is ascribed to the asymmetry of the nonlinear susceptibility. The NW
shows relatively efficient SHG with a larger χ
ð2Þ
ef f = 5.5 pm/V than a BBO crystal, χ
ð2Þ
ef f ≈ 2.0 pm/V,
a commonly used frequency doubling crystal. However, the estimated highest coefficient (χ
ð2Þ
33 ) is
considerably lower than the reported bulk value (14.3 pm/V) [33]. One of the possible reasons for
lower value is that the number of ZnO molecules probed for a single NW is less than those
probed on a solid disk.
Figure 5. (a) FESEM image (tilted view) of the chemically grown vertically aligned undoped ZnO NWs. Inset shows the
top view image of the same ZnO NWs. (b) Spectrum of the measured SHG signal (circle) of the ZnO NWs and theoretical
fit (red line). Reproduced with permission from Dhara et al. [20] © IOP Publishing Ltd 2014.
Figure 4. (a) Side-view SEM image of the ZnO nanorods/nanowires grown by aqueous chemical solution method. SHG
vs. incident angle (θ) of ZnO nanorods in s-in/p-out and p-in/p-out configurations and their experimental data fittings
according to the Maker fringes method. Reproduced with permission from Chan et al. [13] © Springer-Verlag 2006.
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Studying SHG sometimes allows us to use a contactless surface as investigation tool to identify
structural defects. Similar to thinfilms, if twin defects are present in the NWs, it can be
experimentally investigated using SHG mapping to the individual rods [44]. The ZnO rods
were grown on fused quartz by the aqueous solution method. The rods (length of several
microns and diameter of 100–250 nm) were grown horizontally to the substrate where the
polar axes of rods are parallel to the surface of fused quartz, as shown in Figure 7(a) and (b).
The SHG signal was generated using a mode-locked femtosecond pulse Ti:sapphire laser at
approximately 810 nm. The transmitted SHG signals were measured under normal incidence
with the polarization direction along the rod’s axis. The far-field scattering patterns of the
Figure 6. Near-field SHG image of single ZnO NWmeasured by NSOM. Insets show the illustration of the sample/beam
geometry and incident laser power dependence of the SHG signal. Reproduced with permission from Johnson et al. [34] ©
American Chemical Society 2002.
Figure 7. SEM images of two typical ZnO nanowires. (a) ZnO nanowire with twinning boundary structure and (b) ZnO
nanowire without the twinning structure. SHG images and scattering patterns for single, (c) twinned ZnO nanowire of
length 3.8 μm and (d) twin-free ZnO nanowire of length 1.5 μm. The insets show the enlarged view of above SHG images.
Reproduced with permission from Liu et al. [44] ©The American Physical Society 2008.
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transmitted SHG waves from single twinned rod were compared to the pattern arising from a
twin-free ZnO rod to see if it is possible to differentiate between twinned and twin-free ZnO
rods. Figure 7(c) and (d) shows typical SHG image for a single rod with twinned and twin-free
structure, respectively. The images exhibit strong far-field scattering fringes resulting from the
interferences of the SHG waves originating from different locations along the axis of the rod.
Interestingly, a clear striking difference in the SHG fringes pattern was observed between SHG
mapping images of twinned and twin-free rods. In particular, the zero-angle fringes highlight
the different features of the two kinds of rods; a bright spot of SHG with a small dark gap for
the twinned rod and very wide bright spot with no dark gap for the twin-free rods. A dark
(bright) fringe at the 0 scattering angle was ascribed to destructive (constructive) interference
of the SHG waves originating from each halve of the twinned (twin-free) rods. A small dark
gap with low SHG efficiency (dark fringe) was observed only in the twinned rod, which
indicates the existence of twin defects. Furthermore, use of polarization-dependent SHG
microscopy to efficiently detect the lattice distortion in single-bent ZnO NWs has been dem-
onstrated [25].
From SHG studies, it is found that SHG signal from bulk ZnO or even ZnO nanostructures is
not so strong for application purpose. The reported value of an effective second-order
tensorial component varies from 2 to 15 pm/V. However, it could be improved further by
proper control of its crystal structure and disturbing crystal symmetry. Many studies have
shown dependence of nonlinear parameters on various factors (internal or external to ZnO
NWs) and also demonstrated several methods to improve the SHG further. Effects of some of
the important parameters on the SHG are discussed in the following subsections. Recent
advancement suggests that it is possible, in principle, for the researchers to identify the
crystalline orientation, symmetry deviation, and polarities in more complicated ZnO
nanostructures by the SHG patterns.
4.1. Wavelength dependence
When SHGwas measured near the resonance region of ZnO, in most of the studies SHG signal
was detected along with two-photon photoluminescence (2PL). Considering the different
nonlinear mechanisms of both the process, final output intensities strongly depend on both
pumping wavelength and light intensity. Competition between SHG and 2PL was observed
and explained in several works [45–48]. Measuring emitted light as a function of fundamental
beam wavelength is a useful way to distinguish the different contributions of SHG and 2PL to
the emission spectrum. SHG wavelength changes according to the change in fundamental
beam wavelength, while the wavelength of 2PL is fixed by the ZnO band gap energy. The
competition between SHG and 2PL as a function of pump wavelength was described by
Pedersen et al. [45] in randomly oriented ZnO NWs (Figure 8(a)). The monochromator was
scanned over a broad region around SHG wavelength for a wide spectral range from 710 to
1000 nm. The contour plot that depicts the structure with highest intensity is the SHG signal at
half the pump wavelength, while the weaker horizontal structure is multi-photon excited
luminescence from the ZnO band gap. When the 2PL appears at shorter wavelengths than
SHG (below the SHG line), it is presumably multiple-photon luminescence while the much
stronger two-photon process is seen above the SHG line. The normalized deff, retrieved from
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SHG profile in Figure 8(a) shows a strong wavelength-dependent behavior. At a pumping
wavelength below two times of the band gap, deff gradually increases and reaches a maximum
close to 760 nm and then varies slowly at higher pumping wavelength.
4.2. Dependence on aspect ratio
It is observed that the second-order nonlinear optical coefficients are strongly modified by
dimensions of the NWs and aspect ratio. Chan et al. [13] and later Das et al. [14] demonstrated
that changing of the aspect ratio of the ZnO nanorods could lead to a stronger SHG signal.
ZnO NWs with different dimensions were grown by chemical method for different growth
times, having diameter 10 to 62 nm and length 57 to 667 nm, respectively. Influence of aspect
ratio on d31 and d33 is shown in Figure 9 with aspect ratios ranging from 5.7 to 10.8. Interest-
ingly, both the nonlinear second-order coefficients, d31 and d33, were found to increase with
increasing aspect ratio. The observed enhancement of dij is closely related to local field effects
associated to the elongated nanorod structure. As we know, only d31 is excited when pumping
beam is polarized along the rod’s diameter. On the other hand, d33 being excited along the rod’s
longitudinal axis, the local field effect enhancement is predominantly connected to the rod’s
length. Similar effect on enhancement of deff was presented by Das et al. [14] for ZnO NWs
with different length and diameters. Three different samples were grown with diameters 56,
59, and 95 nm and lengths 1300, 870, and 1020 nm, respectively. Calculated deff values are
found to be 15.0, 2.0, and 3.2 pm/V, which is in correlation with the nanorod’s length only.
Later, a relationship between nanorod’s diameter/length (aspect ratio) and corresponding χ(2)
values was established based on Lorentz local field, both theoretically and experimentally by
Zhou et al. [37]. Theoretically, Lorentz local field-induced spectral red shift and the consequent
dielectric constant modification were used to elucidate the size effect. The maximal value of
χ
ð2Þ
31 of NW is the same as its bulk nonlinear susceptibility, while the maximum of χ
ð2Þ
33 of NW is
significantly larger than its bulk counterpart. Therefore, the local field enhancement effect is
more dominant along the longitudinal axis of NWs.
Figure 8. (a) Contour plot showing light emission intensity as a function of pump emission wavelength from ZnO
nanowires. Structures due to SHG and multi-photon photoluminescence are marked. (b) Normalized effective nonlinear
response of ZnO nanowires as a function of the pump wavelength. Reproduced with permission from Pedersen et al. [45]
© WILEY-VCH Verlag GmbH & Co. KGaA 2008.
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4.3. The effect of doping
In order to improve the magnitude of the SHG in ZnO NWs, our group developed a technique
to modify the crystal site symmetry of the ZnO crystal through rare earth element (Eu)
doping [20]. We were able to improve the SHG about four times higher than the undoped
ZnO NWs. That was the first ever report that used crystal symmetry modification technique to
improve SHG. In the first step, Eu-doped ZnO (Eu:ZnO) NWs were grown vertically on the
ZnO-seeded quartz substrate by a modified low temperature aqueous chemical method, using
europium nitrate doping precursor. To facilitate the incorporation of larger Eu ions than the Zn
ions into the ZnO lattice, a modification was done in the standard aqueous chemical
method [49–52]. Eu doping was performed in a controlled way and a set of samples were
prepared for different concentrations of Eu ranging from 0.5 to 5.0 at.%. Incorporation of Eu
inside the ZnO lattice causes modification in the crystal site symmetry by disturbing the
internal lattice arrangement. Extensive structural analysis using XRD data and high-resolution
lattice images reveals expansion of lattice spacing and existence of several lattice distortions, as
shown in the inset in Figure 10. Due to the larger ionic radius of Eu ions and the charge
imbalance, incorporation of Eu completely disturbed the inside lattice arrangement. It is
expected that the existence of a “self-purification process” [53] may further disturb the lattice
arrangement. As a result, the formation of several lattice distortions in the Eu:ZnO NWs and
hence degradation of structural quality and modification of site symmetry around the doped
ions are expected.
The SHG intensity is found to increase after Eu doping. A nonmonotonic enhancement in the
SHG is observed with increase in europium concentration. Maximum SHG was obtained from
the 1 at.% Eu:ZnO NWs with an enhancement factor of 4.5. The effective second-order
Figure 9. Dependences of d31 and d33 with the aspect ratio of ZnO nanowires.
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nonlinear coefficient (deff) estimated from modified Maker fringes method is shown in Figure 10
as a function of europium doping level. The highest deff (19.09  0.11 pm/V) is obtained for the 1
at.% doped Eu:ZnO NWs, which is comparable to the value obtained by previous efforts to
enhance the second-order susceptibility of ZnO thinfilms. Previous attempts to improve the
second-order nonlinearity by changing the crystallographic orientation led to highest suscep-
tibility 30 pm/V [21] and decorating the surface with metal nanoparticles followed by bicolor
coherent treatment led to the highest obtained susceptibility 22.5 pm/V [54]. In comparison,
our technique uses a simple process, whereas previous efforts were quite complicated from a
technological point of view. Observed nonmonotonic enhancement was explained on the basis
of Eu doping-induced symmetry deviation. The deviation in the crystal site symmetry (defined
as the asymmetric factor) was estimated by employing photoluminescence (PL) spectroscopy
and further supported by the microstructural characterizations. A strong correlation (linear
dependence) is found between deff values and the magnitude of the asymmetric factor, which
reveals that deviation in the local site symmetry around the Eu3+ ions in the Eu:ZnO crystal is
the origin of the observed large second-order nonlinearity. Therefore, Eu doping on the ZnO
NWs significantly influences the centrosymmetricity of the ZnO crystal, which results in an
enhancement of the deff and hence SHG. This study opens up an avenue to improve the SHG of
ZnO nanostructures through modification of local symmetry by incorporation of rare earth
ions.
The effect of cobalt or thulium doping in ZnO NWs on the SHG characteristic was studied by
other research group [40, 55]. Liu et al. [40] performed an SHG study after doping ZnO
nanorods with cobalt. SHG was used to investigate bulk and surface structure quality of ZnO
nanorods by measuring net dipole contribution for a different level of Co doping. Co-doped
ZnO nanorods, Zn1-xCoxO [0 ≤ x ≤ 0.40, x is the weight (wt.) % of Co in the growth solution],
were fabricated by hydrothermal synthesis on seeded glass substrate. The SHG experiment
was performed by varying incident angles in transmission mode (P-in/P-out configuration)
with a femtosecond laser (1044 nm) light source. Ratios of d33 of Co-doped ZnO nanorods to
Figure 10. Plot of the deff and asymmetric factor (calculated from the PL intensity ratio) as a function of the Eu doping
concentration for the Eu-doped ZnO nanowires. Inset shows high-resolution lattice image of the above undoped and 5
at.% Eu-doped ZnO NWs with growth orientation along <0001>. Formation of several lattice distortions in the Eu-
doped ZnO nanowires is marked by dotted circles. Reproduced with permission from Dhara et al. [20] © IOP
Publishing Ltd 2014.
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the undoped ones are 2.34, 1.06, and 0.59 for Co concentration of 1, 15, and 35 wt.%, respec-
tively. Similar analysis found d31 to be 1.17, 0.83, and 1.48 for Co concentration of 1, 15, and 35
wt.%, respectively. Dilute Co concentration (1 wt.%) leads to larger d33 coefficient with maxi-
mum enhancement that leads to enhancement in the bulk crystal quality of ZnO nanorods.
4.4. External strain dependence
As we know, second harmonic generation depends on the nonzero second-order susceptibility
tensor, which indeed depends on the crystal symmetry of that material. Now the question
arises, can we modify the SHG in ZnO by applying external strain? To verify this, our group
investigated external strain (tensile and compressive) dependent SHG in ZnO NWs after
bending the NWs by applying external force [56]. In the first step, ZnO NWs were transferred
from substrate and dispersed into a PMMA solution. The solution mixture was spin coated on
a thin steel substrate (thickness 0.5 mm) to prepare a thin layer (~200 nm) of PMMA with
horizontally aligned ZnO NWs within it. The PMMA thinfilm was heated at ~60C to remove
residuals and get a continuous film. External force was applied at the center of the substrate
(opposite side of the film) to bend it along the radius of curvature of the substrate. The bending
of substrate led to bending of the attached ZnONWs and it experienced a strain on the surface,
as shown in the inset of Figure 11. The PMMA matrix was used to hold the ZnO NWs during
bending of the substrate. Applied strain at the center of the substrate along the direction of the
applied force was estimated according to the strain equation developed earlier [57, 58].
We measured RSHG at an angle of incidence of 45 using a p polarized fundamental femtosec-
ond pulse light tightly focused at the center of the substrate. The RSHG signal in both the
stretched side and compressed side of the ZnO NWswere measured with increasing strain and
then with decreasing strain (Figure 11). Stretched side of the NWs experienced tensile strain
whereas compressed side experienced compressive strain. With increasing tensile strain, the
SHG intensity first increases up to a certain amount of tensile strain and then decreases to the
initial value with further strain. The magnitude of SHG trace during release of tensile strain
showed reproducible strain-dependent characteristic. Maximum enhancement was obtained
Figure 11. External strain-dependent RSHG intensity of bent ZnO NWs plotted as a function of (a) tensile strain and (b)
compressive strain. SHGwasmeasured byapplying strain (black arrow, increasing strain) and then releasing strain (red arrow,
decreasing strain). Insets show the measurement geometry of the bent ZnONWswith external applied force (solid arrow).
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about 400% at a tensile strain of 3.3910-6. On the other hand, SHG intensity gradually
increases with increase in compressive strain. Reproducible SHG characteristic during release
of compressive strain was also observed. At a compressive strain of 3.39106, obtained
enhancement was about 430%. Therefore, SHG intensity in ZnO NWs could be enhanced and
tuned through incorporation of external strain, either tensile or compressive.
5. Conclusion and future outlook
In this chapter, an up-to-date summary of important studies and results by several research
groups worldwide on the SHG of ZnO NWs/nanorods is demonstrated. We present an exten-
sive analysis and discussion on some key parameters that directly modify the efficiency of
SHG in ZnO NWs. The key parameters considered for discussion are aspect ratio of NWs,
doping, and external strain. Sample growth techniques, SHG measurement parameters, and
extracted values of the nonlinear second-order coefficients from all the important studies are
tabulated in Table 1. Most SHG studies are conducted on ZnO NWs with c-axis orientation
(perpendicular to substrate) since their geometries allow to prepare c-axis–oriented vertically
aligned structure, while only few studies deal with NWs with c-axis parallel to substrate. A
significant advancement has been made in the improvement of nonlinearity of ZnO NWs,
hence SHG intensity. Modified ZnO NWs now can compete with the existing standard
nonlinear crystals. However, its needs further optimization and tailoring to get the maximum
second-order nonlinearity. Fabrication of nonlinear optical devices using SHG characteristic of
the ZnO NWs is certainly one of the future research directions.
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